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PCC SURFACE REMOVAL (VARIABLE DEPTH), 4,152 SQ YD
HMA SURFACE COURSE, MIX "“D”, N70, 2”, 472 TONS
POLYMERIZED LEVELING BINDER (MACHINE METHOD),
232 TONS

SIDEWALK REMOVAL
PCC SIDEWALK, 5”
SUBBASE GRANULAR
MATERIAL, TYPE B 4" (TYP)

1L-475, N50, 17,

DETECTABLE WARNINGS (TYP)

PCC SURFACE REMOVAL
ELMWOOD/]/TERRACE / SBUTT JOINT (TYP)

COMED ADJ
(BY OTHERS)

— COMB CONC C&G TY B-9.12
COMB CURB AND GUTTER
REMOVAL SUB-BASE GRANULAR
MATERIAL TYPE B. 4
(TYP) (SEE NOTE 3)

DRIVEWAY PAVEMENT REMOVAL
HMA DRIVEWAY PAVEMENT, 6"
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MATCH LINE STATION 124+00
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EX ROW /‘t
AT&T ADJUSTMENT ‘

(BY OTHERS)

ADELIAYSTREET

NOTES: 1) CLASS D PATCHES, 9 AS DIRECTED BY ENGINEER

2) THE ADJUSTMENT OF THE DRAINAGE STRUCTURES IN THE CURB AND GUTTER LINE SHALL BE PAID FOR AS
DRAINAGE STRUCTURES TO BE ADJUSTED.

3) REMOVAL AND DISPOSAL OF THE MATERIAL UNDER THE PROPOSED CURB AND GUTTER LOCATION IN ORDER TO
INSTALL THE PROPOSED SUB-BASE GRANULAR MATERIAL, TY B 4” UNDER THE PROPOSED CURB AND GUTTER SHALL
BE CONSIDERED INCLUDED IN THE COST OF COMB CURB AND GUTTER REMOVAL.

4) IF UNSUITABLE MATERIAL IS ENCOUNTERED UNDER THE EXISTING DRIVEWAYS, A 4" DEPTH OF THE MATERIAL
SHALL BE REMOVED AND DISPOSED OF AND PAID FOR AS REMOVAL AND DISPOSAL OF UNSUITABLE MATERIAL.
SUB-BASE GRANULAR MATERIAL SHALL BE INSTALLED IN ITS PLACE AND SHALL BE PAID FOR AS SUB-BASE
GRANULAR MATERIAL, TYPE B 4”.

5) AN ADDITIONAL QUANTITY OF COMB CURB AND GUTTER REMOVAL AND COMB CONC C&G TY B-9.12 WHICH IS NOT
SHOWN ON THE PLANS HAS BEEN INCLUDED IN THE QUANTITIES FOR LOCATIONS WHERE CURB AND GUTTER IS
ADJACENT TO PATCHING AREAS AND WILL NEED TO BE REPLACED. THE ADDITIONAL QUANTITY PLUS THE SHOWN
QUANTITY EQUALS 10% OF THE TOTAL LENGTH OF EXISTING CURB AND GUTTER WITHIN THE PROJECT LIMITS.

(SEE NOTE 4) CHURCH STREET
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WARNINGS (TYP) <t
CHURCH STREET =
UNDERGROUND CONDUIT, PVC, 2" DIA.

(EXTEND 1 BEYOND EACH EDGE OF
DRIVEWAY) (TYP)

COMB CONC C&G TY B-9.12

COMB CURB AND GUTTER REMOVAL
SUB-BASE GRANULAR MATERIAL TYPE B. 4"
(TYP) (SEE NOTE 3)

ADJUSTMENT RINGS

TO BE REPLACED
HMA SURFACE REMOVAL, 3", 1,565 SQ YD

ADJUSTMENT
(SPTARIBC?SSEQSTSRQIE:NAGE RINGS HMA SURFACE COLRSE, MIX “B”, N70, 2”, 181 TONS
POLYMERIZED LEVELING BINDER (MACHINE METHOD),
ADJUSTED) ;SPEECED IL-4.75, N50, 17, 89 TONS
PCC SURFACE REMOVAL (VARTABLE DEPTH), 1,381 SQ YD
HMA SURFACE COURSE, MIX "D, N70, 2%, 156 TONS i\PSAIDDRXIONRAGE DAy TMEN T REMOY A
POLYMERIZED LEVELING BINDER (MACHINE METHOD), FCC DRIVEWA
-4.75, NSO, 1%, 77 TONS STRUCTURES
IL-4.75, N50, 17, 7o BE SIDEWALK REMOVAL

ADJUSTED)

PCC SURFACE REMOVAL
-~ BUTT JOINT (TYP)

ARTHUR STREET

PCC SIDEWALK,
SUBBASE GRANULAR
MATERIAL, TYPE B 4”

5o

PROJECT ENDS
STATION 143+78

(TYP)
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- ADJUSTMENT RINGS S
- TO BE REPLACED > LEGEND
S (PAID FOR AS DRAINAGE PCC SURFACE REMOVAL | HMA SURFACE
s SIRNC RS 10 BE (VARIABLE DEPTH) o REMOVAL, 3 BETECIOR_LOOP HMA SURFACE REMOVAL DRAINAGE STRUCTURES TO BE ADJUSTED
g = - BUTT JOINT (TYP) P FRAMES AND LIDS TO BE ADJUSTED, SPECIAL
3 ATET ADS [F&CTV] NEW FRAME & GRATE, TYPE v
2 DETECTABLE BY OTHERS) NEW FRAME & LID, TYPE I, CLOSED LID
= WARNINGS (TYP)
b VB VALVE BOX TO BE ADJUSTED
SODDING, SALT TOLERANT
DRIVEWAY PAVEMENT REMOVAL — TOPSOIL FURNISH AND PLACE, 6"
PCC DRIVEWAY PAVEMENT 6
(SEE NOTE 4)
50" 0 50"
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